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Cutting Voids
Set Router Depth

What You're Doing: Creating a void or pocket for the inlay to fit in. Adjust the depth of
cut to be almost as deep as the thickness of the inlay material but shallower than the thickness of
the base material.
Why You're Doing It: You want the inlay to fit into the void without changing the profile or
cutting through the bottom of the base material.
How To Do It: Setting the depth of cut is different for each router, so follow the instructions
provided with your router to set depth.

Put Bushing On
What You're Doing: Putting the bushing on the collar of the brass inlay kit.
Why You're Doing It: To position the router bit correctly inside the template to cut a

Bushing

void.

How To Do It: Firmly push the bushing all the way down on the collar. Make sure
your hear and or feel the click as the bushing snaps into place on the collar.

Route Rough Cut
What You're Doing: Making the first cuts to create a void in the base material.
Why You're Doing It: To remove the majority of the material in the void area.
How To Do It: Position the router, with the bit not plunged, on the template with the

bushing inside the void. Turn the router on. Plunge the router bit fully down in the void area.
Move the router back and forth inside the shape to remove the majority of the material.

Clean Out the Void
What You're Doing: Getting rid of debris left after making the rough cut.
Why You're Doing It: Extra material here will make the router go off course during the

final cuts, and you'll end up with funky-shaped voids.

How To Do It: Use a shop vac to suck up all loose material. A pic is handy to get out
chunks that are wedged in the wood.

ROUTE FINAL PASS
What You're Doing: Making a final router pass around each shape to clear out
remaining debris and to give a good sharp edge to the void.
Why You're Doing It: To have a clean edge all the way around the void to provide a

better fit with the inlay.

How To Do It: While keeping the bushing firmly against the side wall of the template,
move the router around the side of the void to give the edges of the shape a clean cut. Using a
paint scraper gently remove the template. Clean the void.

